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PS5000.
Новая серия 
промышленных 
компьютеров.

Мощное
инновационное 
решение!

Модельный ряд, способный 

удовлетворить любые потребности.
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PS5000 Модельный ряд

BOX 10w” 15” 15w” 19w” 22w”

Core i7
24VDC/

100-
240VAC
*option

0/2 slots 

－
－

PS-5700T PS-5700W PS-5800W PS-5900W

Celeron － － PS-5700T PS-5700W PS-5800W PS-5900W

Core i3
24VDC/

100-
240VAC
*option

0 slot

－ － － PS-5711W

PS-5811W

－

PS-5821W

Atom 
－

PS-5501W
－

PS-5701W － －

Core i7 24VDC/
100-

240VAC
*option

0/2 slots 

PS-5000B ― － － － －

Celeron PS-5000B －
－

－ － －

Box PC X Display module 

design provides flexible 
functionality and size

Slim design with single 
display

<Single touch>

<Single touch>

8GB or  16GB

4GB or  8GB

8GB

4GB

Book mount style

Modular 
Type

Slim 
Type

Box
Type

Enclosed model

NEW NEW NEW NEW

NEW NEW NEW NEW

NEW

NEW

NEW NEW

NEW

8GB or  16GB

4GB or  8GB

※Питание от сети переменного тока - опционально
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Концепция серии PS5000

Powerful Solution!
Характеристики промышленных компьютеров  серии PS5000 одни 

из самых лучших в своем классе и позволяют осуществлять 
широчайший круг задач, а так же взаимодействие с 

ошеломляющим количеством контроллеров и устройств 
различных производителей.

PS5000 позволит Вашему производству выйти на более высокий 
уровень!
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Отличительные особенности

Превосходные характеристики

Высокая 
надежность

Широчайшие 
коммуникативные 

возможности

Современный, 
эргономичный дизайн

NEWNEWNEW

NEW NEWNEW
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Превосходные 
характеристики

К выбору доступны два типа 
компьютеров: тонкий и 
модульный

Core i7 
Full HD
Wide Display
Mulch gesture
Large Display

The best specifications 
in industry

Slim model

Core i3
Atom
Thinness of 56mm

NEW

NEW

NEW

NEW
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Современный 
дизайн

Новый промышленный дизайн 
позволил моделям серии PS5000

достичь самых высоких  
показателей в 

производительности, 
эргономичности, а так же 
простоте применения и 

эксплуатации.

Значительная экономия полезного 
пространства в шкафу управления, без 
потери функциональности. 

Тонкий

Экран защищен закаленным стеклом

Эффективный теплоотвод
Новая конструкция корпуса позволяет 
осуществлять эффективный теплоотвод.Во 
всех моделях серии PS5000 используется 
пассивное охлаждение.

Удобное размещение интерфейсов
Все разъемы коммуникационных 
интерфейсов размещены в нижней части 
корпуса, что упрощает монтаж и облегчает 
обслуживание. 

Высокие показатели светопропускания (порядка 
90%), стойкость к загрязнениям и механическим 
повреждениям рабочей поверхности, удобное 
управление даже в печатках.
.
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Коммуникативные 
возможности

Взаимодействовать с различными 
устройствами с помощью мобильных 
устройств стало гораздо проще.

Дополнительные интерфейсы
с помощью плат Mini PCIe с 
разъемами

Нет необходимости в слотах расширения. 
Для получения дополнительных 
интерфейсов достаточно подключить 
плату с нужным разъемом.(USB, Gigabit 
Ethernet, Gigabit PoE, DIO, CanOpen, 
Profibus DP и др.

Мониторинг системы

Remote HMI Server

Возможно осуществления 
удаленного контроля за состоянием 
системы. 

Мониторинг и управление можно 
осуществлять с мобильных 
устройств. Доступность различной 
информации можно 
дифференцировать по уровню 
доступа пользователя.
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Мониторинг системы

Internet
VPN

H/W monitoring

Remote DT

S/W status monitor

Device Map view

NEW

NEW

NEW

NEW
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Занимает время на выбор 
необходимой платы и место для 
слотов расширения.

Интерфейсная карта

Различные платы

Новый дизайн сохраняет время и место 

До После
Не требует слотов расширения и 
мучительного выбора плат. 

Различные нестыковки
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Модельный ряд интерфейсных карт

Items Description

Ethernet
• 2x GbE LAN with PoE *
• GbE LAN (IEEE 1588)

USB • 2x USB3.0 *

NVRAM • NVRAM 2MB

COM

• 2x RS-422/485 (with Isolation)

• 2x RS-232 (with Isolation)

• 4x RS-422/485
• 4x RS232C

Audio • Line IN, Line OUT, Mic IN *

Cellular • EDGE/GPRS/GSM, 1 x internal cable, 1x Antenna

Fieldbus
• Profibus DP Master with NVRAM
• CANopen

Digital I/O • 16 DI / 8 DO 

*Только для модульного типа IPC

NEW

NEW

NEW

NEW
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Remote HMI Server

К любой модели серии PS5000 можно подключить несколько мобильных устройств, с 
установленными на них приложениям Pro-face Remote HMI, позволяющим пользователям 
одновременно просматривать различную информацию и использовать различные программы, 
не мешая друг другу.

Remote HMI Server уже установлен *

*Необходимо ввести лицензионный ключ
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Мониторинг и управление крупногабаритным оборудованием/протяженной 
технологической линии из любого, удобного места
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Надежность

Если случайно повредить дисплей, то 
замене подлежит дисплейный модуль, 
а не все изделие.

Модульная структура

Зеркалирование / «горячая замена»

Лицензионное соглашение 
с Microsoft
Лицензионное соглашение с Microsoft 
позволяет нам осуществлять поставку 
программного продукта длительный период

IP66
Поддержка стандарта гидроизоляции

Безвентиляторное исполнение

Замена HDD может быть осуществлена 
без потери данных и без остановки 
технологического процесса.

Во всех моделях используется пассивное 
охлаждение

NEW

NEW
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Применение

“Все-в-одном”
Контрольное оборудование

Вычислительная машина

Крупногабаритное оборудование,
протяженная линия

“Превосходное управление 
и визуализация”

“Простое обслуживание”
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Превосходное управление и визуализация

Один из лучших по своим характеристикам  
промышленный компьютер в своем классе, 
совмещающий в себе высокую 
производительность, превосходную 
визуализацию и эргономичный дизайн.

ПослеДо
Поскольку требуются высокие показатели 
производительности и качества визуализации, 
вынуждены использовать раздельно 
производительный ПК и монитор.

Отдельный ПК
Отдельный монитор

Низкие показатели 
производительности 
не позволяют 
выполнять сложные 
функции

«Все-в-одном»!

Превосходное 
управление и 
визуализация
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Простое обслуживание

До После
Отладка и обслуживание 
крупногабаритного оборудование или 
протяженных технологических линий 
занимает много времени и может 
потребовать даже несколько специалистов.

Использование приложений удаленного 
мониторинга и управления Remote HMI 
server и Pro-face remote HMI позволяет 
получать всю необходимую информацию, 
а так же производить соответствующие 
операции из любого места на 
производстве с помощью мобильного 
устройства
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Характеристики
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PS5000 Box type 

* 2slot model only

Core i7 model Celeron model

Supported OS
Windows7 Ultimate (64bit) MUI or Windows Embedded 8.1 Industry (64bit) MUI or Windows Embedded Standard 7 Premium 

(64bit) MUI

CPU Core i7-4650U 1.7 GHz Celeron 2980U 1.6 GHz

Main Memory
8 GB or 16 GB, DDR3 1600 MHz, SO-DIMM SDRAM

512 KB MRAM for the user

4 GB or 8 GB, DDR3 1600 MHz, SO-DIMM SDRAM

512 KB MRAM for the user

Graphics Accelerator Intel HD Graphics 5000 Intel HD Graphics

Video Memory Up to 1.7 GB ,Shared system memory

Graphics Up to Full HD (1,980 x 1,080 pixels)

in
te

rfa
c
e

Serial ATA

HDD or SSD x2

CFast x1

mSATA x1

Serial (COM1) RS-232C/422/485 (D-Sub 9-pin, plug)

Ethernet (LAN1) 10/100/1000 Mbit/s (RJ-45 Modular jack)

Ethernet (LAN2) 10/100/1000 Mbit/s (RJ-45 Modular jack)

USB USB 3.0 x 2, USB 2.0 x 2 (Type A)

Video DisplayPort (Type A) x 2

Mini PCIe x 2 ( revision 1.2 )

Expansion slot * “PCIe (x4) x 2” or  “PCI x 2”  or  “PCI x 1 + PCIe (x4) x 1” 
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PS5000 Box type 

Core i7 model Celeron model

International Safety Standards

Rated Input Voltage
DC Power Model: 24 Vdc ±20 %

When using AC power supply unit : 100 to 240 Vac *1

Power Consumption 15" single touch Box: 18.1 W typical, 38.4 W max. 15" single touch Box: 17.8 W typical, 33.6 W max.

In-Rush Current 8.9 A

Surrounding Air Temperature
When using SSD/CFast running : 0 to 55 °C [32 to 131 °F]

When using HDD running : 0 to 45 °C [32 to 113 °F]

Storage Temperature -20 to 60 °C [ -4 to 140 °F ]

Ambient Humidity 10 to 95 % RH (Wet bulb temperature: 40 °C [104 °F] max. - no condensation)

Storage Humidity 10 to 95 % RH (Wet bulb temperature: 40 °C [104 °F] max. - no condensation)

Pollution Degree For use in Pollution Degree 2 environment

Air Pressure (altitude range) 2,000 m [6,560 ft] max.

Vibration Resistance
Operation for products with SSD or CF card storage device: 5 to 500 Hz: 2Grms

Operation for products with HDD storage device: 5 to 500 Hz: 1Grms

Concussion Resistance IEC 60068-2-27 Ea test

Electromagnetic Compatibility (EMC)
Immunity to High Frequency Interference

Electromagnetic Emissions Class A

Structure IP66 (front panel)

Cooling Method Passive heat sink

Weight Approx.
0-Slot: 3.1 kg (6.8 lbs)

2-Slot: 3.9 kg (8.6 lbs)

0-Slot: 3.1 kg (6.8 lbs)

2-Slot: 3.9 kg (8.6 lbs)

External Dimensions
W419.7 x H269.0 x D61.9mm

[ W16.52 x H10.59 x D2.44 in. ]

W283.1 x H202.3 x D61.3mm

[ W11.15 x H7.96 x D2.41 in. ]

*1 For use at 100 to 240 Vac, an optional AC power supply unit ( PFXZPSPUAC2 ) that is separately sold 

is required. 

http://www.google.fr/url?q=http://www.ccc-mark.com/figure-of-the-ccc-mark.html&sa=U&ei=CU05U5zKI4GI0AXc4oGABg&ved=0CDAQ9QEwAQ&sig2=BgEhWgnmlVFm98VLHic7WQ&usg=AFQjCNExhNihlkcWtNy2xnhRaMUeyG2zbw
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Modular type (Core i7 model)

PS-5900W PS-5800W PS-5700W PS-5700T

Display Size 21.5“ (wide 16:9) 18.5” (wide 16:9) 15.6“(wide 16:9) 15“ (square 4:3) 

Display Colors 16.7 million

Backlight
LED

Life span > 50,000 h @ 25 °C [77 °F]

Brightness Control Step less adjustment

Supported OS Windows7 Ultimate (64bit) MUI or Windows Embedded 8.1 Industry (64bit) MUI or Windows Embedded Standard 7 Premium (64bit) MUI

CPU Core i7-4650U 1.7 GHz 

Main Memory
8 GB or 16 GB, DDR3L 1600 MHz,

SO-DIMM SDRAM

Graphics Accelerator Intel HD Graphics 5000

Video Memory Up to 1.7 GB ,Shared system memory

Graphics Full HD TFT (1,980 x 1,080 pixels) FWXGA TFT (1,366 x 768 pixels) XGA TFT (1,024 x 768 pixels)

Touch Panel Type
Capacitive multi-touch

5 simultaneous touch (projected capacitive)
Resistive single touch

Touch Panel Resolution 2,048 x 2,048 2,048 x 2,048

in
te

rfa
c
e

Serial ATA

HDD or SSD x2

CFast x1

mSATA x1

Serial (COM1) RS-232C/422/485 (D-Sub 9-pin, plug)

Ethernet (LAN1) 10/100/1000 Mbit/s (RJ-45 Modular jack)

Ethernet (LAN2) 10/100/1000 Mbit/s (RJ-45 Modular jack)

USB USB 3.0 x 2, USB 2.0 x 2 (Type A)
USB 3.0 x 2, USB 2.0 x 2,USB 2.0 

(front) (Type A)

Video DisplayPort (Type A) x 1

Mini PCIe x 2 ( revision 1.2 )

Expansion slot * “PCIe (x4) x 2” or “PCI x 2” or  “PCI x 1 + PCIe (x4) x 1” 

* 2slot model only
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Modular type (Core i7 model)

PS-5900W PS-5800W PS-5700W PS-5700T

International Safety 
Standards

Rated Input Voltage
DC Power Model: 24 Vdc ±20 %

When using AC power supply unit : 100 to 240 Vac *1

Power Consumption 30.5 W (Max 50.7W) 28.4 W (Max 48.1 W) 27.1 W (Max 46.1 W) 25.9 W (Max 44.9 W)

In-Rush Current 8.9 A

Surrounding Air Temperature
When using SSD/CFast running : 0 to 55 °C [32 to 131 °F] When using HDD running : 0 to 45 °C [32 to 113 °F]

When using 2x mPCI + Display module : 0 to 45 °C [32 to 113 °F] When using PCI/PCIe : 0 to 45 °C [32 to 113 °F]

Storage Temperature -30 to 70 °C [-22 to 158 °F]

Ambient Humidity 10 to 95 % RH (Wet bulb temperature: 40 °C [104 °F] max. - no condensation)

Storage Humidity 10 to 95 % RH (Wet bulb temperature: 40 °C [104 °F] max. - no condensation)

Pollution Degree For use in Pollution Degree 2 environment

Air Pressure (altitude range) 2,000 m [6,560 ft] max.

Vibration Resistance
Operation for products with SSD or CF card storage device: 5 to 500 Hz: 2Grms

Operation for products with HDD storage device: 5 to 500 Hz: 1Grms

Concussion Resistance IEC 60068-2-27 Ea test

Electromagnetic 
Compatibility (EMC)

Immunity to High Frequency Interference
Electromagnetic Emissions Class A

Structure IP66 (front panel)

Cooling Method
Passive heat sink

*The operating temperature is limited to 45 °C and the coolibg FAN is required for PCI/PCIE cards installed on board with power consumption 
from 3 W to 6 W maximum .for two cards or 10 W maximum for one card.

Weight Approx.
0 Slot: 9.7 kg (21.3 lbs)

2 Slot: 10.5 kg (23.1 lbs)

0 Slot: 8.3 kg (18.3 lbs)

2 Slot: 9.1 kg (20.1 lbs)

0 Slot: 7.4 kg (16.3 lbs)

2 Slot: 8.2 kg (18.1 lbs)

0 Slot: 7.3 kg (16 lbs)

2 Slot: 8.1 kg (17.8 lbs)

External Dimensions

0 slot : W558.4 x H349.8 x D93.2 mm 

[W21.98x H13.77 x D3.67 in.]
2 slot : W558.4 x H349.8 x D131.2 mm 

[W21.98x H13.77 x D5.16 in.]

0 slot : W488.3 x H309.0 x D93.2 mm 

[W19.21 x H12.17 x D3.67 in.]
2 slot : W488.3 x H309.0 x D131.2

mm 

[W19.21 x H12.17 x D5.16 in.]

0 slot : W419.7 x H269.0 x D93.2
mm 

[W16.52 x H10.59 x D3.67 in.]
2 slot : W419.7 x H269.0 x D131.2

mm 

[W16.52 x H10.59 x D5.16 in.]

0 slot : W390.7 x H290.0 x D93.2 mm

[W15.38 x H11.42 x D3.67 in.]

2 slot : W390.7 x H290.0 x D131.2 mm

[W15.38 x H11.42 x D5.16 in.]

Panel Cut Dimensions
W550.3 x H341.8 mm 

[W21.66 x H13.45 in.]

W479.3 x H300.3 mm 

[W18.87 x H11.82 in.]

W412.4 x H261.7 mm 

[W16.24 x H10.30 in.]

W383.5 x H282.5 mm 

[W15.09 x H11.12 in.]

*1 For use at 100 to 240 Vac, an optional AC power supply unit ( PFXZPBPUAC2 ) that is separately sold is required. 

http://www.google.fr/url?q=http://www.ccc-mark.com/figure-of-the-ccc-mark.html&sa=U&ei=CU05U5zKI4GI0AXc4oGABg&ved=0CDAQ9QEwAQ&sig2=BgEhWgnmlVFm98VLHic7WQ&usg=AFQjCNExhNihlkcWtNy2xnhRaMUeyG2zbw
http://www.google.fr/url?q=http://www.ccc-mark.com/figure-of-the-ccc-mark.html&sa=U&ei=CU05U5zKI4GI0AXc4oGABg&ved=0CDAQ9QEwAQ&sig2=BgEhWgnmlVFm98VLHic7WQ&usg=AFQjCNExhNihlkcWtNy2xnhRaMUeyG2zbw
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Modular type (Celeron model)

PS-5900W PS-5800W PS-5700W PS-5700T

Display Size 21.5“ (wide 16:9) 18.5” (wide 16:9) 15.6“(wide 16:9) 15“ (square 4:3) 

Display Colors 16.7 million

Backlight
LED

Life span > 50,000 h @ 25 °C [77 °F]

Brightness Control Step less adjustment

Supported OS Windows7 Ultimate (64bit) MUI or Windows Embedded 8.1 Industry (64bit) MUI or Windows Embedded Standard 7 Premium (64bit) MUI

CPU Celeron 2980U 1.6 GHz

Main Memory
4 GB or 8 GB, DDR3L 1600 MHz,

SO-DIMM SDRAM

Graphics Accelerator Intel HD Graphics

Video Memory Up to 1.7 GB ,Shared system memory

Graphics
Full HD TFT (1,980 x 1,080 

pixels)
FWXGA TFT (1,366 x 768 pixels) XGA TFT (1,024 x 768 pixels)

Touch Panel Type
Capacitive multi-touch

5 simultaneous touch (projected capacitive)
Resistive single touch

Touch Panel Resolution 4,096 x 4,096 2,048 x 2,048

in
te

rfa
c
e

Serial ATA

HDD or SSD x2

CFast x1

mSATA x1

Serial (COM1) RS-232C/422/485 (D-Sub 9-pin, plug)

Ethernet (LAN1) 10/100/1000 Mbit/s (RJ-45 Modular jack)

Ethernet (LAN2) 10/100/1000 Mbit/s (RJ-45 Modular jack)

USB USB 3.0 x 2, USB 2.0 x 2 (Type A)
USB 3.0 x 2, USB 2.0 x 2 ,

USB 2.0 x 1 (front) (Type A)

Video DisplayPort (Type A) x 1

Mini PCIe x 2 ( revision 1.2 )

Expansion slot* “PCIe (x4) x 2” or “PCI x 2” or  “PCI x 1 + PCIe (x4) x 1” 
* 2slot model only
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Modular type (Celeron model)

PS-5900W PS-5800W PS-5700W PS-5700T

International Safety 
Standards

Rated Input Voltage
DC Power Model: 24 Vdc ±20 %

When using AC power supply unit : 100 to 240 Vac *1

Power Consumption 29.9 W (Max 45.2 W) 27.9 W (Max 43.1 W) 26.6 W (Max 40.9 W) 25.5 W (Max 39.9 W)

In-Rush Current 8.9 A

Surrounding Air 
Temperature

When using SSD/CFast running : 0 to 55 °C [32 to 131 °F]
When using HDD running : 0 to 45 °C [32 to 113 °F]

When using 2x mPCI + Display module : 0 to 45 °C [32 to 113 °F]
When using PCI/PCIe : 0 to 45 °C [32 to 113 °F]

Storage Temperature -30 to 70 °C [-22 to 158 °F]

Ambient Humidity 10 to 95 % RH (Wet bulb temperature: 40 °C [104 °F] max. - no condensation)

Storage Humidity 10 to 95 % RH (Wet bulb temperature: 40 °C [104 °F] max. - no condensation)

Pollution Degree For use in Pollution Degree 2 environment

Air Pressure (altitude 
range)

2,000 m [6,560 ft] max.

Vibration Resistance
Operation for products with SSD or CF card storage device: 5 to 500 Hz: 2Grms

Operation for products with HDD storage device: 5 to 500 Hz: 1Grms

Concussion Resistance IEC 60068-2-27 Ea test

Electromagnetic 
Compatibility (EMC)

Immunity to High Frequency Interference
Electromagnetic Emissions Class A

Structure IP66 (front panel)

Cooling Method
Passive heat sink

*The operating temperature is limited to 45 °C and the coolibg FAN is required for PCI/PCIE cards installed on board with power consumption from 3 W to 6 W 
maximum .for two cards or 10 W maximum for one card

Weight Approx.
0 Slot: 9.7 kg (21.3 lbs)

2 Slot: 10.5 kg (23.1 lbs)

0 Slot: 8.3 kg (18.3 lbs)

2 Slot: 9.1 kg (20.1 lbs)

0 Slot: 7.4 kg (16.3 lbs)

2 Slot: 8.2 kg (18.1 lbs)

0 Slot: 7.3 kg (16 lbs)

2 Slot: 8.1 kg (17.8 lbs)

External Dimensions

0 slot : W558.4 x H349.8 x D93.2 mm 

[W21.98x H13.77 x D3.67 in.]
2 slot : W558.4 x H349.8 x D131.2 mm 

[W21.98x H13.77 x D5.16 in.]

0 slot : W488.3 x H309.0 x D93.2 mm 

[W19.21 x H12.17 x D3.67 in.]
2 slot : W488.3 x H309.0 x D131.2 mm 

[W19.21 x H12.17 x D5.16 in.]

0 slot : W419.7 x H269.0 x D93.2 mm 

[W16.52 x H10.59 x D3.67 in.]
2 slot : W419.7 x H269.0 x D131.2 mm 

[W16.52 x H10.59 x D5.16 in.]

0 slot : W390.7 x H290.0 x D93.2 mm

[W15.38 x H11.42 x D3.67 in.]

2 slot : W390.7 x H290.0 x D131.2 mm

[W15.38 x H11.42 x D5.16 in.]

Panel Cut Dimensions
W550.3 x H341.8 mm 

[W21.66 x H13.45 in.]

W479.3 x H300.3 mm 

[W18.87 x H11.82 in.]

W412.4 x H261.7 mm 

[W16.24 x H10.30 in.]

W383.5 x H282.5 mm 

[W15.09 x H11.12 in.]

*1 For use at 100 to 240 Vac, an optional AC power supply unit ( PFXZPBPUAC2 ) that is separately sold is required. 

http://www.google.fr/url?q=http://www.ccc-mark.com/figure-of-the-ccc-mark.html&sa=U&ei=CU05U5zKI4GI0AXc4oGABg&ved=0CDAQ9QEwAQ&sig2=BgEhWgnmlVFm98VLHic7WQ&usg=AFQjCNExhNihlkcWtNy2xnhRaMUeyG2zbw
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PS5000 Slim type (Atom model)

PS-5701W PS-5501W

Display Size 15.6“ (wide 16:9) 10.1“ (wide 16:9)

Display Colors 16.7 million 267,000

Backlight
LED

Life span > 50,000 h @ 25 °C [77 °F]
LED

Life span > 25,000 h @ 25 °C [77 °F]

Brightness Control Step less adjustment

Supported OS
Windows7 Ultimate (64bit) MUI or Windows Embedded 8.1 Industry (64bit) MUI or Windows Embedded Standard 7 Premium (64bit) 

MUI

CPU Atom E3827, 1.75 GHz

Main Memory
4 GB, DDR3L 1600 MHz,

SO-DIMM SDRAM

Graphics Accelerator Intel HD Graphics

Video Memory Up to 1.7 GB ,Shared system memory

Graphics FWXGA TFT (1,366 x 768 pixels) WXGA TFT (1,280 x 800 pixels)

Touch Panel Type
Capacitive multi-touch

5 simultaneous touch (projected capacitive)

Touch Panel Resolution 4,096 x 4,096

in
te

rfa
c
e

Serial ATA
CFast: x1

HDD or SSD x1 (by Option)

Serial (COM1) RS-232C (D-Sub 9-pin, plug)

Serial (COM2) RS-232C / 422 / 485 (D-Sub 9-pin, plug)

Ethernet (LAN1) 10/100/1000 Mbit/s (RJ-45 Modular jack)

Ethernet (LAN2) 10/100/1000 Mbit/s (RJ-45 Modular jack)

USB USB 3.0 x 1, USB 2.0 x 1 (Type A)

Mini PCIe x 1 ( revision 1.2 ) by Option



25

PS-5811W PS-5711W PS-5821W

Display Size 18.5“ (wide 16:9) 15.6“(wide 16:9) 18.5“ (wide 16:9)

Display Colors 16.7 million

Backlight
LED

Life span > 50,000 h @ 25 °C [77 °F]

Brightness Control Step less adjustment

Supported OS Windows7 Ultimate (64bit) MUI or Windows Embedded 8.1 Industry (64bit) MUI or Windows Embedded Standard 7 Premium (64bit) MUI

CPU Core i3-4010U 1.7GHz

Main Memory
8 GB, DDR3L 1600 MHz,

SO-DIMM SDRAM

Graphics 
Accelerator

Intel HD Graphics 4400

Video Memory Up to 1.7 GB ,Shared system memory

Graphics FWXGA TFT (1,366 x 768 pixels)

Touch Panel Type
Capacitive multi-touch

5 simultaneous touch (projected capacitive)

Touch Panel 
Resolution

4,096 x 4,096

in
te

rfa
c
e

Serial ATA
HDD or SSD x1

CFast: x1
HDD or SSD x1

Serial (COM1) RS-232C (D-Sub 9-pin, plug) RS-232C (M12 A-coding, 8-pin plug)

Serial (COM2) RS-232C / 422 / 485 (D-Sub 9-pin, plug) -

Ethernet 
(LAN1)

10/100/1000 Mbit/s (RJ-45 Modular jack)
10/100/1000 Mbit/s 

(M12 A-coding, 8-pin socket)

Ethernet 
(LAN2)

10/100/1000 Mbit/s (RJ-45 Modular jack)
10/100/1000 Mbit/s 

(M12 A-coding, 8-pin socket)

USB USB 3.0 x 2 (TYPE-A)
USB 2.0 x 1

(M12 A-coding, 8-pin socket)

Video HDMI x 1 -

Audio Line out x 1 -

Mini PCIe x 1 ( revision 1.2 ) -

PS5000 Slim type (Core i3 model) 
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